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Disclaimer: It is clarified that the specifications, instructions and other information included in this Technical Data Sheet ("TDS"), including without limitation with regard to storage, use and installation of 
the products referred to herein ("the Products"), constitutes the sole specifications, instructions and other information that apply with respect to the Products, and supersede any other communications, 
representations and warranties ("Representations"), whether written, oral, or otherwise with respect to the Products, and no such Representations, provided or to be provided in any form other than in this 
TDS or in a replacing or supplementary TDS issued by Bordeaux Digital PrintInk ("Bordeaux"), is to be relied upon or referred to and same will not obligate any distributor of the Products or Bordeaux. 
It is also clarified that despite of high color gamut compatibility in laboratory conditions the human eye might detect color variations, on certain media types, in specific light conditions. Without derogating 
from the above, Bordeaux and any distributer of the products shall not be liable to any loss or damage, including such loss or damage to any third party, caused by any use of the Products which is 
inappropriate or which is otherwise than in accordance with instruction for the use of the Products in this TDS or in a replacing or supplementary TDS issued by Bordeaux. In any event, Bordeaux liability 
is limited to the price of the Products or the cost of replacing such Products and Bordeaux  is not, in any event, liable to any other loss or damage, including consequential damages. 

Use 

CLEAR AQUA SB is a waterborne gloss overprint varnish intended for the use on sign and banner graphic applications.  
Product Data 

Color White 

Viscosity, 25°C 100-500 mPa*s 

Odor Acrylic  

Density, 25°C 1.108g/cm
3
 

Flash point >100°C 

 
Advantages 

 Excellent scratch resistance 

 Excellent chemical resistance to mild 

 acids, alkalis, alcohol and salt solutions 

 Non-flammable 

 Good adhesion to various substrates 

 Flexible and excellent dimensional 

 applications 

 Suitable for indoor and outdoor 

 applications 

 Mild gasoline resistance 
   
Applications 

 Fleet graphics 

 Sign and Banners 

 Inflatables 

 Outdoor display 

 PSV fleet graphics 

 Vinyl banner 
 
 

Packaging 

 1kg net container 
 
Storage 
Store in tightly closed containers in a properly vented storage area under dry conditions away from heat, sparks and open 
flames. Shelf-life is 6 months from receipt.  
Precautions 
The product may cause irritation by prolonged or repeated exposure. Allergies of the skin may occur. The 
recommendations for handling and usage must be followed (see Material Safety Data Sheet) 

 
Mix & Match 
*Bordeaux proprietary Mix & Match™ concept enables on-the-fly conversion of the original ink to Bordeaux without the 
need to flush, replace parts and to perform new color profiles in most configurations. 
The “Mix™ only” technology enables conversion of specified OEM inks to Bordeaux without the need to flush or replace 
parts. 
 
 
Bordeaux warranty program 
** The user must refer to Bordeaux warranty program and liability http://www.c-m-y-k.com/ 
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